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INDBUS SAFARI  4x4     Versions
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V.I.P. Version 
6+1+1 seats+ kitchen+ toilet 

Freight Version 
12+1+1 seats+ cargo space 

http://www.indbus.eu/


INDBUS SAFARI  4x4     TECHNICAL DATA
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INDBUS SAFARI  4x4     TECHNICAL DATA

www.indbus.eu 

WEIGHTS: Gross vehicle weight:  22000 kg 
Curb weight:   10940 kg 
Payload max.:   11060 kg 

 ENGINE: V8 Euro 3  230 kW (308 HP) / 1800 rpm  1500 Nm / 1000 rpm 

TRANSMISSION: 4x4 drive Semi-automatic split 14 + 2 speeds 

AXLES: Fully independent wheel suspension 
Fully Air Springs, telescopic shock absorbers, sway bars 

WINCHES: 6 winches of 10000 kg, front, rear and two each side 

PERFORMANCE:  Top speed: 110 km/h 
 Fuel tanks: 610 liters 
 Turning circle:  17 m 
 Gradeability:  55 % 
 Vertical steep: 0.5 m 
 Fording: 1.2 m 

http://www.indbus.eu/


INDBUS SAFARI  6x6 
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INDBUS SAFARI  6x6     Versions

www.indbus.eu 

V.I.P. Version 
6+1+1 seats+ kitchen+ toilet 

Freight Version 
18+1+1 seats+ cargo space 

http://www.indbus.eu/


INDBUS SAFARI  6x6     TECHNICAL DATA

www.indbus.eu 
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INDBUS SAFARI  6x6     TECHNICAL DATA

www.indbus.eu 

WEIGHTS: Gross vehicle weight:  29000 kg 
Curb weight:   12740 kg 
Payload max.:   16260 kg 

ENGINE: V8 Euro 3  290 kW (389 HP) / 1800 rpm  2100 Nm / 1000 rpm 

TRANSMISSION: 4x4 drive Semi-automatic split 14 + 2 speeds 

AXLES: Fully independent wheel suspension 
Fully Air Springs, telescopic shock absorbers, sway bars 

WINCHES: 6 winches of 10000 kg, front, rear and two each side 

PERFORMANCE:  Top speed: 110 km/h 
 Fuel tanks: 920 liters 
 Turning circle:  20 m 
 Gradeability:  60 % 
 Vertical steep: 0.5 m 
 Fording: 1.2 m 

http://www.indbus.eu/


INDBUS SAFARI  8x8 
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INDBUS SAFARI  8x8     Versions

www.indbus.eu 

V.I.P. Version 
6+1+1 seats+ kitchen+ toilet 

Freight Version 
24+1+1 seats+ cargo space 

http://www.indbus.eu/


INDBUS SAFARI  8x8     TECHNICAL DATA

www.indbus.eu 
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INDBUS SAFARI  8x8     TECHNICAL DATA

www.indbus.eu 

WEIGHTS: Gross vehicle weight:  38000 kg 
Curb weight:   16750 kg 
Payload max.:   21250 kg 

ENGINE: V8 Euro 3  290 kW (389 HP) / 1800 rpm  2100 Nm / 1000 rpm 

TRANSMISSION: 4x4 drive Semi-automatic split 14 + 2 speeds 

AXLES: Fully independent wheel suspension 
Fully Air Springs, telescopic shock absorbers, sway bars 

WINCHES: 6 winches of 10000 kg, front, rear and two each side 

PERFORMANCE:  Top speed: 110 km/h 
 Fuel tanks:      1010 liters 
 Turning circle:  24 m 
 Gradeability:  65 % 
 Vertical steep: 0.6 m 
 Fording: 1.5 m  

http://www.indbus.eu/


INDBUS Industries d.o.o. 

Pero Nakov Str. No.110 
1000 Skopje 
Republic of Macedonia 

Phone: +389 2 2551 060 
Mail:     angel@indbus.eu 
Web: www.indbus.eu 
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